PROJECT LIST

WAREHOUSE/DISTRIBUTION CENTERS:

A.T. Plastics
Peachtree City, Georgia

Ameriserve Distribution
Shawnee, Kansas

Corporate Express
Kansas City, Missouri

LDS Print Shop & Distribution
Salt Lake City, Utah

Miller Brands of Phoenix
Phoenix, Arizona

Ray-0O-Vac
Dixon, Illinois
560,000 sq. feet

Omega Industries
Elkhart, Indiana

Circuit City Distribution
Columbus, Ohio
325,000 sq. feet

Bridgestone Firestone
Portland, Oregon

Car Quest Distribution

Columbia, South Carolina

Bausch & Lomb

Tampa, Florida

Dillard's Distribution

Olathe, Kansas

Esprit Distribution

Lenexa, Kansas

Duracell

Indianapolis, Indiana

Owen Distribution
Chambersburg, Pennsylvania

ABC Distributing

Miami, Florida
1,000,000 sq. feet

Random House

Westminister, Maryland

Security Capital

Foothill Ranch, California

Sprint North Supply

Fayetteville, North Carolina

Best Buy
Nichols, New York

Kraft Food Dry Distribution

Stockton, California

Wal-Mart Distribution

Tomah, Wisconsin

MANUFACTURING FACILITIES:

Jiangsu Pengyao Pharmaceuticals

Jiangsu, China

Budweiser Wuhan International
Brewing Company
Hubei, China

Chesapeake Packaging

Mechanicsburg, Pennsylvania

Continental Plastics Co
Alpharetta, Georgia

Mitsui Bussan Raw Materials

Development Corp.
Osaka, Japan

Green Manufacturing
Milwaukee, Wisconsin

Praxair Manufacturing Co.
Hillsboro, Ohio

US Food Service
Yantis, Connecticut

Procter & Gamble
Budapest, Hungary

General Mills
Cedar Rapids, lowa

Pepsi

Tampa, Florida

Tropicana
Bradenton, Florida

American Axle & Manufacturing
Buffalo, New York

Car Quest/General Parts

Romeoville, Illinois

Ford Assembly Plant
Detroit, Michigan

General Motors Engine Plant
Flint, Michigan

Saturn
Spring Hill, Tennessee

4 million sq. feet



TECHNICAL DATA

product description
Colorless, odorless, nontoxic, noncombustible,
nonflammable. Complies with all VOC regulations.

uses

Concrete, concrete block, exposed aggregate or any
sand/aggregate cement combinations. New or old,
rough or smooth surfaces.

functions

Seals, dust proofs, hardens and cures. Protects
against dusting, pitting, palling, efflorescence, and
temperature cracking in concrete. Inhibits freeze/
thaw deterioration. Neutralizes excess internal
alkali from concrete.

packaging
:= 55-gallon drums/208 Liters
:: 5-gallon drums/19 Liters

storage life
Two years. Agitate pail or drum before using.

surface preparation

Freshly finished concrete: No preparation required.
Existing concrete: Sweep, scrub, or strip concrete to
remove any surface contamination or film.

applications required
One

coverage

Approximately 200 square feet/5 meters per
gallon/liter. Coverage depends on the temperature
and porosity of the concrete.

color
Clear

surface appearance

On smooth troweled concrete, a sheen develops
within 4-12 months. All other surfaces retain their
natural finish. The sheen can be developed more
quickly by burnishing the floor with a propane
burnisher.

thinners
None required

primer
None required

application method
Brush, roll or spray

cleanup
Soap and water

tools needed
Low-pressure sprayer (power), roller,
brush or fine/soft bristle broom.

drying time

One to three hours. The surface may be used as
soon as the application is complete and the surface
is again dry to the touch. Newly laid surfaces
require the normal hardening period.

temperature limits

Applicable in temperatures up to 135°F/57°C

or as low as 35°F/1.7°C if the concrete is covered
by plastic and completely protected from freezing

for a period of 6 days.

painting

Allow at least 7 drying days before

applying quality grade paint on existing concrete.
Allow 28 days for proper curing before painting
new concrete.

limitations

Do not apply the Ashford Formula to:

:: Lightweight block or other extremely porous
masonry, which contains actual holes and air
pockets.

i: Areas previously treated with curing or sealing
agents, unless these coatings have completely worn
off or have been removed by chemical or
mechanical means.

NOTE

Apply to colored concrete only after the slab is fully
cured. Do not get on glass or other finished surface.

This technical information is provided as a general performance profile for evaluating the appropriate use of the Ashford Formula. Independent laboratories obtained
the test performance results under controlled environments. Curecrete Distribution, Inc. makes no claim that these tests, or any other tests, accurately represent actual

design and/or usage environments.
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THE FINAL TREATMENT FOR YOUR CONCRETE

CURECRETE HISTORY

Past
Since its introduction to the United States in 1947, the
Ashford Formula has single-handedly created the

concrete densification concept and developed it into a
widely accepted and acknowledged industry. Because
of its unique and proprietary process for chemical

TOKYO, JAPAN densification, the Ashford Formula has been specified
for use to enhance millions of square meters of
concrete surfaces worldwide.

Present

The Ashford Formula continues to be recognized
throughout the industry as the standard for quality
expectations. Curecrete Distribution Inc. has also set
high standards by creating a strong global presence.
This allows for consistency in quality and customer
service worldwide where the Ashford Formula is
regularly and increasingly specified for use.

Future

With just one permanent application, many concrete
surfaces are still performing today after 30, 40, and
even 50 years of continuous use. Exposed concrete
surfaces treated with the Ashford Formula are
becoming the solution of choice by end-users and
specifiers all over the world. Curecrete Distribution
Inc. is dedicated to building a progressive, worldwide
network of factory authorized distributors and
certified applicators to ensure it meets the needs of
even the most discriminating customers.

UTAH, USA

CURECRETE DISTRIBUTION, INC.
HQ 1203 W. SPRINGCREEK PL. SPRINGVILLE, UTAH 84663
P 801.489.5663 F 801.489.3307
www.ashfordformula.com




